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Hyper Inverter 

SRK24YVS-W6 (2.2 Ton)

Cooling Only

SRK13YXP-W6 1.0 Ton ( 0.23 Ton ~ 1.05 Ton )

SRK18YXP-W6 1.5 Ton ( 0.37 Ton ~ 1.51 Ton )
3
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Ton - Cooling Only (minimum ~maximum)

BEE Star Rating - 2024

e in SRK24YVS )

Net Weight

SRK18YXP-W6

SRK18YXP-W6

SRC18YXP-W6

1.5 ( 0.37 Ton ~ 1.51 Ton )

3 Star

Rotary

19107

17401

8755

5600

5100

2566

1730

565

2.9

4.5

3.99

1.1  ~  7.6

262 x 769 x 230

540 x 780(+62) x 290

8.5

30.5
2

850

5

Yes

43 / 34 / 24

2D ( UP & DOWN )

12.7 (1/2”)

13 ~ 17.2

R32

Refrigerant Pipe Length 

Specifications 

SRK18YXP-W6SRK13YXP-W6
SRK18YXP-W6
SRK13YXP-W6

Anti Bacterial - Filter

3

SRK13YXP-W6

SRK13YXP-W6

SRC13YXP-W6

1.0 ( 0.23 Ton ~ 1.05 Ton )

3 Star

Rotary

12624

12420

5971

3700

3640

1750

1070

397

3.4

4.4

4.2

0.70  ~  5.0

262 x 769 x 230

540 x 645(+57) x 275

7.5

26.5
2

700

5

Yes

42 / 32 / 22

2D ( UP & DOWN )

9.52 (3/8”)

10 ~ 13

Anti Bacterial - Filter

2

(R32)
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*** Customers need to seek guidance from the Authorized Dealer / Expert for the AC unit capacity selection before ordering any AC unit. Area coverage is 
subject to checking of the site conditions like -  Terrace / Wall / Glass windows exposed to direct sunlight, of the area to be Air- conditioned & room 
temperature requirement & outdoor temperature conditions. Company will not be responsible if there will be cooling issues due to improper selection of 
capacity of the AC units. 



Hyper Inverter 
Cooling Only

INDIA’S HIGHEST ISEER 
 HYPER INVERTER  

WITH HIGHEST AIR FLOW 1434 CMH

SRK13YXS-W6 1.1 Ton  ( 0.25 Ton ~ 1.25 Ton ) 

17.0 METERS**SRK18YXS2-W6 (1.65 Ton)

1.65 Ton

SRK18YXS2-W6 1.65 Ton    ( 0.48 Ton ~ 1.96 Ton )

25

*

SRK18YXS2-W6 1.65 Ton ( 0.48 Ton ~1.96 Ton )
SRK24YVS-W6  2.2 Ton   ( 0.65 Ton ~ 2.36 Ton ) 

SRK24YVS-W6 (2.2 Ton) 18.2 METERS**



SRK18YXS2-W6

SRK18YXS2-W6

SRC18YXS2-W6

23542

19875

9997

6900

5825

2930

1320

470

4.4

6.2

5.70

1.1  ~  6.5

339 x 1197 x 262

540 x 780(+62) x 290

3

1434
17

Yes

46 / 39 / 31 / Ulo:23

R32

6.35 (1/4”)

12.7 (1/2”)

18.58 ~ 26.0

1.65 (0.48 Ton ~1.96 Ton)

SRK13YXS-W6

SRK13YXS-W6

SRC13YXS-W6

1.1 ( 0.25 Ton ~ 1.25 Ton )

Rotary

15013

13000

6517

4400

3810

1910

1000

332

3.8

5.8

5.1

0.70  ~  4.8

290 x 870 x 230

540 x 645(+57) x 275

10.0

27

2

850

5.18

Yes

41 / 35 / 29 / 19(Ulo)

R32

6.35 (1/4”)

9.52 (3/8”)

12 ~ 15.79

BEE Star Rating - 2024

**

Ton - Cooling Only (minimum ~maximum)

(minimum ~maximum)

Enzyme + Solar (Deodorising Filter) + Anti Bacterial - Filters 

Net Weight 16

30.5

5 Star

2.2 ( 0.65 Ton ~ 2.36 Ton ) 

15.5

58

Specifications 

Refrigerant Pipe Length 

SRK13YXS-W6 / 

SRK18YXS2-W6 /

SRK24YVS-W6
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*** Customers need to seek guidance from the Authorized Dealer / Expert for the AC unit capacity selection before ordering any AC unit. Area coverage is 
subject to checking of the site conditions like -  Terrace / Wall / Glass windows exposed to direct sunlight, of the area to be Air- conditioned & room 
temperature requirement & outdoor temperature conditions. Company will not be responsible if there will be cooling issues due to improper selection of 
capacity of the AC units. 

SRK18YXS2-W6 SRK13YXS-W6 SRK24YVS-W6



Hyper Inverter 
Cooling + Heating

Super High Efficiency 
Excellent Energy Saving 

Elegant Timeless Design

Built in Reversible Solenoid Valve
for Heating & Cooling Mode  

SRK50ZS-S6 1.5 Ton( 0.48 Ton ~ 1.60 Ton )   

27

*

6 METERS**SRK50ZS-S6 ( 1.5 Ton )  



2024

Cooling & Heating Function  Built in Reversible Solenoid Valve for Cooling & Heating Mode  

Ton - Cooling ( minimum ~ maximum )

Ton -  Heating ( minimum ~ maximum )

 1.50 ( 0.48 Ton ~ 1.60 Ton )  

    1.65 ( 0.45 Ton ~ 1.90 Ton )  

Net Weight 10

36.5

Specifications 

Refrigerant Pipe Length 

28

4 Star

2

2

-15°C ~ 24°C 

w
w

*** Customers need to seek guidance from the Authorized Dealer / Expert for the AC unit capacity selection before ordering any AC unit. Area coverage is 
subject to checking of the site conditions like -  Terrace / Wall / Glass windows exposed to direct sunlight, of the area to be Air- conditioned & room 
temperature requirement & outdoor temperature conditions. Company will not be responsible if there will be cooling issues due to improper selection of 
capacity of the AC units. 



424YYM-W6 2.1 ( 0.37 Ton ~ 2.2 Ton )SRK18YYM-W6 1.6 ( 0.37 Ton ~ 1.68 Ton ) 

13YYM-W6 1.0 ( 0.25 Ton ~ 1.1 Ton )SRK

YYM Series

Cooling OnlyCooling OnlyCooling Only
With Clean AIRWith Clean AIRWith Clean AIR

1 Mtr 

Wi -Fi

0.80 Mtr 

*

Features 

Nano 
Air F i lter  

P
M

 2
.5

SURROUND 
COOLING

3

Nano 
Air F i lter  

P
M

 2
.5 Nano Air Filter

Combining two powers to purify the air with filter technology to stop allergens and absorb toxic gases 
and dust in the air.

Filtration PM 2.5
Nano Air Filter

-

Activated Carbon  +AllergenAnti-

Absorbs harmful gases

Mobile Application

WiFi - Control Function (Optional) 

It has the ability to filter the small particles ( PM 2.5 ) 

Reduce the contamination of small dust in the room. 

Interface Kit 

Activated 
Carbon Filter 

Anti Allergen Filter

Activated Carbon Filter

NEW

29

NEW

Activated 
Carbon Filter 



**   Under Standard Installat ion  & La b  Test  C ondi t ion

SPECIFICATIONS

SRK18YYM-W6 SRK24YYM-W6

MODEL SRK18YYM-W6 SRK24YYM-W6

SRC18YYM-W6 SRC24YYM-W6

Ton - Cooling Only 1.6 ( 0.37Ton ~ 1.68Ton ) 2.1 ( 0.37Ton ~ 2.2Ton )

4 Star 4 Star

Rotary Twin Rotary

20131 25931

19001 25436

8800 11567

5900 7600

5569 7455

2579 3390

1602 2280

459 612

3.5 3.3

5.6 5.5

ISEER 4.84 4.67

A 0.70  ~  7.5 1 ~  10.5

Indoor Unit mm 294 x 998 x 230 294 x 998 x 230

Outdoor Unit mm 540 x 780(+62) x 290 640 x 800(+71) x 290

Indoor Unit Kgs 11.5 11.5

Outdoor Unit Kgs 31.0 38.5

Cooling Coil Row Indoor Unit No.s 2 2

Air Flow Indoor Unit CMH 1100 1300

Indoor Unit Meters 12 15.25

Self Diagnosis Function Indoor Unit Yes Yes

Sound Level (H/M/L/ULo) Indoor Unit dB 43 / 35 / 27 / Ulo 21 48 / 39 / 30 / Ulo 21

Louver Swing Indoor Unit

Special Filter Indoor Unit

Blower Fan Indoor Unit

DC Fan Motor Speed Indoor Unit

R32 R32

Liquid Line mm 6.35 (1/4”) 6.35 (1/4”)

Gas Line mm 12.7 (1/2”) 12.7 (1/2”)

Main Power Supply to Outdoor Unit

Connecting wiring
B/w IOU & 

ODU

Area Coverage*** Sq.Meters 17 ~ 22.3 26 ~ 30.20

3D + 3D AUTO Controlled by Micro Processor 

2.5 mm2 x 3 cores (with Earthing Cable)

1 Phase, 220 / 230 V, 50 Hz

Nano Filter + Anti Allergen Filter + Activated Carbon Filter 

Anti - Micro Biol Fan

Auto / Powerful / High / Medium / Low / Ulo 

Refrigerant Volume Control Using

BEE STAR RATING - 2024

ECO SMART - HYPER INVERTER ( R32 ) - COOLING ONLY

Current ( minimum ~ maximum ) **

Rated Power Consumption ( 50% Half Load)

Rated EER  (100% Load )
W/w

Rated EER  ( 50% Load )

Rated Power Consumption (100% Full Load)
watts

Unit

Indoor Unit

Outdoor Unit

(minimum ~ maximum)

Super Tropical Compressor Type

Minimum Compressor  RPM

Remote Control 

7 ~ 15 RPM - Using Vector Control Technology iPM ( Intelligent Power Module) 

Motorized Electronic Expansion Valve for Variable Refrigerant Flow

Maximum Cooling Capacity **

BTU/hrRated Cooling Capacity ( 100% Load )

Rated Cooling Capacity ( 50% Load )

VFD - Variable Frequency Drive

Power Source

Refrigerant

Refrigerant  Piping Thickness: 18Gauge 

(1mm)

2.5 mm2 x 4 cores (with Earthing Cable)

Maximum Cooling Capacity **

WattsRated Cooling Capacity ( 100% Load )

Rated Cooling Capacity ( 50% Load )

Dimension (H x W x D)

Weight

LCD Remote Control

SRK13YYM-W6

SRK13YYM-W6

SRC13YYM-W6

1.0 ( 0.25 Ton ~ 1.1 Ton )

3 Star

Rotary

12795
12027

5787

3750
3525

1696

1180

316

3.0

5.4

4.39

0.50  ~  5.5

294 x 798 x 198

540 x 745 x 275

9.5

23.5

2

760

4

Yes

41 / 33 / 26 / Ulo 20

R32

6.35 (1/4”)

9.52 (3/8”)

9.3 ~ 13

SRK24YYM-W6SRK18YYM-W6

SRC24YYMSRC18YYMSRC13YYM

SRK13YYM-W6

20m 

12m

*** Customers need to seek guidance from the Authorized Dealer / Expert for the AC unit capacity selection before ordering any AC unit. Area coverage is subject 

to checking of the site conditions like -  Terrace / Wall / Glass windows exposed to direct sunlight, of the area to be Air- conditioned & room temperature 

requirement & outdoor temperature conditions. Company will not be responsible if there will be cooling issues due to improper selection of capacity of the AC units. 
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Assam 

Meghalaya

Tripura 

Jodhpur

Kota
Udaipur

Coimbatore 

Trichy

AGRA : 7290094940/8006003003,  AHMEDABAD : 9978991675, , ASSAM : 8420768025, BANGALORE : 9849102323,  BIHAR : 8588864471,  BHOPAL : 
9630098716,  BHUBANESWAR : 8697706531,  CHENNAI : 8939991872, COCHIN : 9946446067, COIMBATORE : 9811889006,  DEHRADUN : 8826899163, 
DELHI & NCR : 8826392381, DELHI :  8826392374,  GHAZIABAD : 8826899163, GWALIOR : 9630098716,  HARYANA : 7290094933 / 8929602345, 
HYDRABAD : 9849102323, INDORE : 9630033341,  J & K :  9915009212 / 9599656801,  JABALPUR : 9630098716, JAIPUR : 8588830502/9711939345, 
JHARKHAND : 6290824780, JODHPUR : 9636992277, KOLKATA : 8697744670, LUCKNOW : 8929602483,  LUDHIANA : 8283843670 / 9599656893,  
MUMBAI : 8879599905, MEGHALAYA: 8420768025, NAGPUR : 9657004567, NASIK : 7291972089,  NOIDA : 8826899163,  PATNA : 8588864471,  PUNE : 
7291972089,  PUNJAB : 9915009212 / 9599656801,  RAIPUR : 9821197915, RAJKOT : 9727731456,  SURAT : 9979025320, THRISSUR :  9946446067, TRICHY : 
9811889006, TRIPURA : 8420768025, UDAIPUR : 9636992211 ,VADODARA : 9978991675, VIJAYAWADA : 9550488000.
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